Telephone & Alarm Cables | Fire Alarm Cables

J-H(St)H...Lg
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Areas of Use
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Fire alarm and telecommunication installation cables with electrostatic screen for information processing, signal transmission, voice communication and

telephone stations for indoor applications. The static screen protects the signal from external electrical interference. J-H(St)H...Lg cables are halogen-free

flame retardant insulated and sheathed.
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Technical Properties
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Annealed Solid Copper (IEC/EN 60228)
HFFR (EN 50290-2-26)
TS 13767, IDE 0815

Two cores twisted in pair and pairs stranded together (2 pairs cables are star quad lay-
up)

PET Foil

Solid Tinned Copper Wire

Al-PET Foil

HFFR (EN 50290-2-27), RAL 7032 - Grey or RAL 3000 - Red
TS 13767, VDE 0815

B2cas1ad1a1l

300V

800V

>100 M.Qxkm

<120 nF/km (capacitance values may increase by 20% up to 4 pair)

0.60 mm........ <130.0 Q/km; 0.80 mm...... £73.2 Q/km 1.12 mm........ <36.0 Q/km;
1.37 mm ...... <24.0 Q/km; 1.75 mm........ <14.5 Q/km

-30 °C........ +70 °C
IEC/EN 60332-1
IEC/EN 61034-2
IEC/EN 60754-1
IEC/EN 60754-2

8 x Cable Diameter

Legal Warning: The information in this catalog is for marketing purposes. 2M Kablo can change this catalog during product development and any

requirements. 2M Kablo can always change designs, technical specifications, images and other informations in this catalog without any notice.This catalog

is only a guide and is valid at the time of download, not valid for an offer or contract.
If you need more information about the products in this catalog, please contact us via info@2mkablo.com or call +90 (212) 222 8250.
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