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TC - TYPE (THHN/THWN) Individual Shielded Pairs
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Kullanim Alanlan

UL-approved, flexible cables for use up to 600 V cables are installed in cable trays, ducts, and conduit. They are used in manufacturing facilities, for all
machines, tools and installation work, industries such as petrochemical. Suitable for use in dry, damp and wet areas, outside, in cable ducts, open cable trays.

Kablo Yapisi

iletken Solid or Stranded Annealed Copper (ASTM B3, stranding per ASTM B8)

Yalitim PVC / Nylon (UL 1581 Class 90°C, EN 50363-3 TI3). UL 83 for THHN or THWN, UL 66
for TFN or TFFN

Damar Renkleri Pair: Black / White, Numbered, Triples: Black / White / Red, Numbered

izole Edilmis iletkenler AWG16 & AWG18 - Types TFN and TFFN, AWG14 & Larger - THHN and THWN

Bireysel Ekranlama Al-PES Bant (0.60 mm Kalayl Bakir Topraklama Teli ile)

Ayiricl PES Bant

Dig Kilif PVC Jacket (UL 1581 Class 90°C). The thickness of the overall jacket is in accordance
with the UL1277

Referans Standartlar UL 1277, UL 83, UL 1685, CSA €22.2 NO. 239, NEC Article 336

Bireysel Ayirici PET Bant

Biikiim Ekranlanmus ikilemeler / ticlemeler beraber biikdilir

Teknik Ozellikler

Calisma Gerilimi 600V

Test Gerilimi 2.5kV

Dielectric Voltage Withstand UL 1277

Short Term Insulation Resistance In Water At 15°c UL 2556

Max. Calisma Sicakhig THHN or THWN 90°C dry 75°C wet, TFN and TFFN 90°C dry
Alev Geciktirme CSA FT4, UL 1685, IEC/EN 60332-1, IEC 60332-3-24 (CAT C)
Yaga Dayaniklilik ASTM No 2 oil 70°C 4 hours (IEC / EN 60811- 404)

Giines Isig1 Direnci UL 1581 Bolim 1200

Cold Bend Rated -40

Flexibility Test After Aging UL 2556

Deformation Resistance UL 2556

Min. Biikiilme Yaricapi (Sabit) 7.5 x Kablo Capi
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Yasal Uyan: Bu katalogda yer alan bilgiler pazarlama amacli hazirlanmistir. Uriin gelistirmeleri sirasinda ve ihtiyaclar dogrultusunda 2M Kablo tarafindan
degisiklikler yapilabilir. 2M Kablo bu katalogda yer alan dizaynlari, teknik 6zellikleri, gorselleri ve diger bilgileri her zaman haber vermeksizin
degistirilebilir. Bu katalog sadece bir rehberdir ve indirilme tarihinde gecerlidir, bir teklif ya da sozlesme degildir.

Bu katalog da yer alan drtinler ile ilgili detayli bilgi almak icin info@2mkablo.com Uzerinden bize yazabilir veya +90 (212) 222 8250 numarali telefondan



irtibat kurabilirsiniz.
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